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^? (57) Abstract: llie invention relates to a method for producing a piston (1) for an internal combustion engine. The inventive method 
is characterized by producing the base (4) from aluminum by a forging process, casting, by way of a composite casting process, a 
ring support (10) which is provided with a cooling channel (1 5) into an aluminum ring element (6). and then welding the ring element 

W (6) with the base (4). 
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VerofTenUicht: 

— mit iniemationalem Recherchenberichl 



— vor Ablauf der fur Anderungen der Anspriiche geltenden 
Frist; Verdffentlichung wird wiederholt, falls Anderungen 
eintreffen 

Zur ErkUtrung der Zweibuchstaben-Codes urul der anderen Ab- 
kurzungen wird auf die Erkldrungen ("Guidance Notes on Co- 
des and Abbreviations") am Anfang jeder regularen Ausgabe der 
PCT 'Gazette verwiesen. 



(57) Zusammenfassung: Vorgeschlagen wird ein Verfahren zur Herstellung eines Kolbens (I) fiir einen Verbrennungsmotor, wobei 
der Gnindkorper (4) aus Aluminium im Schmiedeverfahren heigestelll wild, ein mil einem Kiihlkanai (15) versehener Ringtrager 
(10) im Verbundgussverfahren in ein Ringelement (6) aus Aluminium eingegossen wird, und anschJie&end das Ringelement (6) mit 
dem Grundkorper (4) verschweiBt wird. 



